B&Z TECHNOLOGIES

State of the Art Microwawve and Millimeter wave Amplifier Technology

Serial 13801 Parameter Min Typ Max ...
( h Frequency Range 0.5 26.5 |GHz
Project CAUTION A Noise Figure* 45 |dB
Gain 30 dB
DO NOT APPLY \ ,
RF CENTER P1dB Output Power 12 dBm
CONDUCTOR. Input VSWR il
Output VSWR 1
S ) Measured Temperature 28 °C
Voltage 12 12 15 |V
Current (Actual) 220 mA
Tested By: H. Syed Date: 10/22/2025 15:20
S21 Noise Figure Power Out @ 1dB Compression
40.0 7 8.5 21
38.0 1 8.0 20
36.0 1 7.5 19
34.0 ] TN 7.0 18
. @ 65 - 17 —
—~ 3201 — 2 E _ N —
@ ] o 60 @ 16 = ~ -
Z ] El k=) A ~~—"
= 300 f—pr= > 55 = 15 =
£ ] ic [
& 280 ] g 50 z 14
] = o
26.0 1 § 4.5 ] l—MﬂK 13
] 4.0 12 -
24.0 1 |\ Mi
E 3.5 1
22.0 30 e~ / 10
20,0 95 ~— o
0 3000 6000 9000 12000 15000 18000 21000 24000 27000 . 0 3000 6000 9000 12000 15000 18000 21000 24000 27000 0 3000 6000 9000 12000 15000 18000 21000 24000 27000
Frequency (MHz) Frequency (MHz) Frequency (MHz)
S21 Group Delay S11 S22
400 0 0
350 -5 " -5
10 At 1o | —ax
300 " /’
m —~-15 ~ -15
< 250 g 5 \ g 20 //
= g \ g 2 T — /
8 200 525 825 N
2 : \ E [
® 150 5-30 \/ £ a0 I
o Q Q
€ 35 x 35
100 NV
-40 -40
50 f— 45 45
0 3000 6000 9000 12000 15000 18000 21000 24000 27000 0 3000 6000 9000 12000 15000 18000 21000 24000 27000 0 3000 6000 9000 12000 15000 18000 21000 24000 27000

Frequency (MHz)

Frequency (MHz)

Frequency (MHz)




